
Luna Triple Shadow 32×140
Gives a 3D batten effect for interior walls, ceiling, and
facades due its deep grooves
Faster installation compared to installation of individual
battens
Dimensional stability
Resin free
Non-toxic
Sustainable wood product
All climates
Installation guide
See Lunawood Thermowood Fact Sheet
Download 3D BIM object and Rendering Image

dimensions (mm) 32x140

1 m² 7,57

species Nordic spruce

class LunaThermo-D

length (m) 3,6 - 5,4

Finnish Lunawood Thermowood is a beautiful and sustainable wood material produced using natural methods, heat and steam. Lunawood's Thermowood is outstanding
material for interior and exterior applications. Our Thermowood products are easy to machine and install. Thermowood is dimensionally stable, resistant to decay and
non-toxic.
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https://lunawood.com/wp-content/uploads/2020/09/Lunawood_Triple_Installation-Guideline_2020.pdf
https://lunawood.com/wp-content/uploads/2020/12/Lunawood_Thermowood_Fact-Sheet-EN.pdf
https://lunawood.com/design-tools/
http://lunawood.com/wp-content/uploads/2017/01/Nordic-Ecolabel-Swan-label.pdf
http://lunawood.com/wp-content/uploads/2017/01/KOMO-sertificate.pdf
http://lunawood.com/wp-content/uploads/2017/01/Nordic-Ecolabel-Swan-label.pdf
http://lunawood.com/wp-content/uploads/2017/01/KOMO-sertificate.pdf
http://lunawood.com/wp-content/uploads/2017/01/PEFC_SKH_5232_EN.pdf
http://lunawood.com/wp-content/uploads/2017/01/PEFC_SKH_5232_EN.pdf

